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Giris

Bu dékiimanda QX-830 Microscan Barkod Okuyucu’muzun 6zellikleri, baglantilari, ESP

progaramina baglanirken uygulanmasi gereken adimlar detaylica anlatilmistir.

Uriin Tanitimi1

QX-830 endiistriyel barkod tarayici, tiim otomasyon ortamlarinda bulunan 1B
barkodlarin giivenilir sekilde okunabilmesi i¢in esnek baglantiyi yiiksek performansh kod
¢ozme Dbecerileriyle birlikte sunar. QX-830, X-Mode teknolojisine ek olarak 1P54
endiistriyel yalitim ve entegre Ethernet protokolleri sunar.

QX-830 endustriyel barkod tarayici, ESP(Easy Set Up Program) programi ile

programlanir. Program Windows tabanli bir programdir.

Baglantilar

QX-830 endiistriyel barkod tarayici baglantilar1 agagidaki gorselde anlatilmaktadir.
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Hardware Required

Caution: Be sure that all connections are secure BEFORE applying
power. Always power down BEFORE disconnecting any cables.

frerm Description Parr Number
1 |@X¥-830 Compact Industrial Scanmer FIS-DEA0-X0 G
2 |QX-1 Interface Device ‘BE-DD 10302
3 |G Cordset, Common, M12 12-pin Socket to M12 12-pin Plug, 1m &1-000 18202
4 | QX Cordsset, Host, Seral, M12 12-pin Plug to DE2 Socket. 1m & 1-D0152-02
5 |QX Cordset, Host, Serial, M12 12-pin Socket to DBED Socket, 1 m & 1-D0 15302
6 |QX Power Supply, 100-240VAC, +240DC, M12 12pin Socket BT 12-01
T |G Cordset, Host, Ethemet, M12 8-pin Plug (Ulre-Lock) o RS, 1 m_[61-000150-01
or |G Cordset, Host, Ethemnet, M12 8-pin Plug (Serew-0n) to RME, 1 m |&1-000180-02
B QX Photo Sensor, M12 4-pin Phag. NPM. Dark On. 2 m e -0
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Devreye Alma

Oncelikle ethernet kablosunun bilgisayara bagl oldugundan emin olunmali ve bilgisayar

IP adres ayarlarinin yapilmis olmasi gerekir. ESP Programi agilir. Daha sonra asagidaki

sekildeki gibi QX-830 modeli secilir. (ESP programi su linkten indirilebilir:

https://www.microscan.com/en-us/products/barcode-software-and-connectivity/esp-

easy-setup-program-software)

Model

Select a Model:

Current Legacy

uoaﬁﬂ

MS3-1 MS5-2 MS-3 MS-9 Qx-830 Qx-870
& © © © P
MS-2D MINI Hawk  MINI Hawk Xi QX Hawk Qx Hawk
C-Mount
I e l ﬁ
HS-21 HS-b1 Mobile Hawk MS-Connect
HS-41X HS-51% 210

MicroHAWK MicroHAWK MicroHAWEK  MicroHAWEK
Engine 1D-20 1D-30 1D-40

Description; |3%-830-1 |

Show this dialog at startup 2

[ Skip EZ Mode Cancel

MS3-890

Model secimi yapildiktan sonra casagidaki gibi bir ekran agilacaktir ve cihaza baglanmak

icin [Yes] butonuna basilir.

Test Calibrate Decodes per Second

ESP

o Would you like to connect to the QX-8307

Yes Mo

Stop Save

Symbol Information
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Daha sonra cihazin IP adresini bulmak i¢in sira ile [Ethernet] secilip, ardindan [search]
butonuna basilir.

IP Address: | | . - - |

() RS-232

(® Ethemet o TCP Port: [2001 =

Search

Bu islemlerden sonra program cihazin IP adresini otomatik bulur. Bulunan IP adresi
iizerine tiklandiktan sonra bilgisayarin IP adresi bu adrese gore ayarlanir.

TCR/IP x
IP Address: | 192 . 168 . 0 . 100 |
(I RS-232
(@) Ethemet TCP Port 1: 2001 = (®) Connect to Port 1
TCP Port 2: 2003 = (_) Connect to Part 2
Subnet:

| 255 255 . 0 . 0 |
Gateway: | |

0 0 .0 |

IP Address Mode: () DHCP (@) Static

Search Send Send and Save

Name IP Address MAC 1D
152.163.0.100

Cance

Bilgisayar IP adresi asagidaki gorselde oldugu gibi ayarlanabilir.
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Internet Protocol Version 4 (TCPSIPwd) Properties =
General

You can get IP settings assigned automatically if yvour network supports
this capability. Otherwise, yvou need to ask your network administrator
for the appropriate IP settings.

{3 Obtain an IP address automatically
(@) Use the following IP address:

IP address: | 192 168 . o .12 |

Subnet mask: 255 . 255 . 0O . 0O

Default gateway: | . . . |

Obtain DMS server address automatically

(@) Use the following DMS server addresses:

Preferred DMS server: | . . . |

Altermate DMNS serwver: | . . . |

[1walidate settings upon exit Advanced. ..

Cancel

Bilgisayar IP adresi ayarlandiktan sonra QX-830 barkod okuyucumuz programlanmaya
hazir hale gelir. Cihaza baglanmak i¢in [Connect] kismi segilir ve cihaza baglanilir.

TCP/IP w
IP Address: [ 192 . 168 . 0 . 100 |
() RS-232
(@) Ethemet TCP Port 1: 2001 = (®) Connect to Port 1
TCP Part 2 2003 = () Connect to Port 2
Subnet: [ 255 .255 . 0 . 0 |
Gateway: | o .0 . 0 . O |

IP Address Mode: () DHCF (@) Static

Send Send and Save

Mame IF Address MAC 1D

Qx-330 192.168.0.100 00:08:43:32:CB:4AC

Connect ] Cancel
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[Connect] segildikten sonra cihaza baglanilir. Programda sol alt kdsede yesil renkli
[Connected] olmasi gerekir.

Value

OX-830-1 QX-830 | CONNESTEDNN 192.168.0.100 2001 TCP

Application modda kullanmak i¢in [App Mode] segilir ve [Start] yapilir. Asagidaki
gorseller ile detayl agiklanmastir.

 £SP - Untitled
File Model Options Connect Help

Bl % @ APP Mode secilir

App Mode Connect  Switch Mode

Test Calibrate [ Decodes per Secol
Welcome to Easy Setup Program

1. Position your reader at the distance from
the symbol recommended by the
specifications for the unit.

2. To avoid specular reflection, pitch the
reader or the symbal 15 degrees.

3. Click Test to begin.
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Barkod okundugu ve okunmadig1 durumlar asagidaki gorsel ile drneklenmistir.

=55 ESP - Untitled

File Model Cptions Connect Views Help
iz -

EZ Mode Connect Send/Recw Switch Model Pararmeters Setup Terrmina Utilities

Read Rate Counters Device Control Differences Master Database Digital Bar Code  Fimmware

@ Decndes/secl &  start I

O Percent | = Clear Output |

Barkod okundu.

Barkod
okunmadi.
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