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Giris

Otomasyon programlarinda sistem alarmlarinin goriintiilenmesi yaninda en ¢ok kullanilan 6zellik,
kullanicinin alarm olusturmasi ve bu alarmlar meydana geldiginde goriintiilenebilmesidir. Cx-
Supervisor Machine Edition’da 300 adet alarm tanimlanabilmektedir. Bu say1 Plus Edition’da
5000°dir.

Alarm Point Olusturma

Alarm olarak kullanilacak pointler dncelikle ‘Point Editor’de eklenir. Point Editor’e sag tus ile
basilarak ‘Add New Point’ se¢ilir. Bu pointler yerel bir degisken veya harici cihazlardan gelen

degiskenler olabilir. Bit, tamsay1, reel tiplerinde tanimlanabilir.

[FomtET T
Point Type 1/0 Type Address A - RER
“w $12Hour Integer System Add Point x F
W $ActiveAlarms Integer System General Attributes:
@ $AlarmCount Integer System N — |kapi_acild | —
“ SAMPM Text System
i $AvailableMemory Integer System Group: |<Defamt> V| Advanced...
“w SCPUTemp Real System Description: TR
o $Date Text System
w4 $DayOfMonth Integer System
w $DayOfVear Integer System
s $DemoMode Boolean System Point Type: Point Attributes:
w4 $DiskSpace Integer System @ Boolean Default State / Default Text:
# $Fan1Speed Integer System (") Integer (@ state 0 |0Ff |
% $Fan2Speed Integer System (O Real () state 1 |0r1 |
W SFanWarning Boolean System OText
w $HighAlarms Integer System 110 Type: Memory Attributes:
# $HighErrors Integer System
# $HighestAlarms  Integer System g :I:Ttow e e
w SHour Integer System O output
# Slnputsictual Real System O Input/Output
#a $IsNYDevice Boolean System
“w SLowAlarms Integer System
W $LowErrors Integer System
W SLowestAlarms Integer System v
< >
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Olusturulan pointlerin alarm olarak eklenmesi i¢in ‘View > Windows > Alarm Editor’ agilir. Agilan

pencereye sag tusla tiklanarak ‘Add’ segilir.

% Alarm Editor

g 2%/

<

Alarm

Type

Expression Priority

Descripi

Add..

Alarm Settings...
Allow Docking

Float

View Options 4

2 Point Editor

Gelen pencerede, ilk satirda alarmin ismi girilir. Priority kisminda alarmin 6nceligi belirlenir. En az

oncelikliden en fazla oncelige 5 adet seviye bulunur. Acknowledge Box secilirse, alarm meydana

geldiginde operatdr tarafindan taninmasi i¢in pop-up ekran agilir. Ayrica ses ekleme ve yazdirma gibi

Cxellikler de seglebilir.

Alarm Attributes kisminda olusturulan alarm, tanimlanan degiskene baglanir. Bit tiiriinde bir degisken

ise degisken ismi yazildiginda, On-Off olma durumuna gore alarm sayfas1 acilir. Bir tamsay tiirlinde

degisken i¢in smurlar agagidaki gibi ‘<’, >’ veya ‘=<, ‘=>’ ifadeleri ile belirtilebilir.

Add Alarm X
oK
Alarm Name: YuksekSicaklik Cancel
Group: <Default> o Trrmn
Priority: Medium ~
[#] Acknowledge Box []Play Sound
[]Auto Acknowledge []Print Messages
Generate Audit Trail
Description:
Alarm Type: Alarm Attributes:
@ Simple Expression: IM
O Deadband sicaklik > 100] |
(C)Rate of Change
Alarm Messages:
Browse...

Raised: |AIarm#Raised |
MNormal: |AIarm#CIeared |
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Alarm Goruntiileme Araci

Proje icinde alarmlar1 sayfada goriintiileyebilmek i¢in Alarm Goriintiileyicisi eklenebilir. Arag
cubugundan asagida gosterilen sembole basilir. Alarm goriintiileyicisi, olusan alarmlarin anlik olarak

gorilintiilenmesini saglar. Alarm durumu bittikten sonra, burada goriinmez.

ABZTNEHeeE OO OGO H WMk 20
NP umablEB 3 8 AR~ AL § EMs

=} o
Date Time Message Status
Date Time Message Cleared
Date Time Message Acknowledged
Date Tirne Message Alarm
o a]
o o

Sayfaya istenen biiylikliikte alarm goriintiileme semasi eklenir.

AF Alarm Wizard X ‘
Display Alarms From Selected Groups: Acknowledge On Click
Group Filter: <Al Groups>| ~ Disabled ~ Cancel
Display Alarms From Selected Priorities: Font.
From Priority: Lowest ~ To: Highest ~
Alarm Status Colours: Alarm Window Colours
Into Alarm - [IBlink - Background Colour:

Alarm Ack'd [ EEIT. | Title Colour |
Alarm Cleared - [1Blink - Frame Colour. -
Style Attributes:
[~ Display Date [ Display Time [“] Display Alarm Status
[~ Display Column Titles [3-D Frame [“]Highest Priority at Top
[ oisplay Group [nisplay Priority
Col. Widths Date El Time El Group: 10 Priority: 10 Status
Date Time Message Status
Date Time Message Cleared
Date Time Message Acknowledged
Date Time Message Alarm
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Uzerine ¢ift basildiginda goriintiileyici ayarlar ile alakali sayfa gelir. Bu sayfada alarmlarin hangi
oncelige gore siralanacagi ayarlanabilir. Olusan alarmin ‘Acknowledge’ butonunun hangi kullanicilar
tarafindan yapabilecegi secilebilir. Ayrica olusan alarmlarin ve taninan alarmlarin renkleri segilebilir.

Tablo siitunlarinin genisligi, ‘Col. Widths’ yazan kisimdan ayarlanabilir.

Runtime’da Alarm Ayarlari

Runtime ¢aligirken agilan alarm goriintiilleme penceresinin bazi ayarlari igin  ‘Project > Runtime

Settings > Alarm Settings ‘ agilir.

‘_ije(tl Tools Window Help

1 uild Brees B>
Rebuild All = {m- D‘O% ol
B Run Cirl+R - é
[OF - WP |
Save Runtime As... } Lt §OER O it

2 ovx

Addi~ | || €8 ALARMORNEK

Create Runtime Install Disk...

Information...

Alias Definitions...

Create User Language File

-

General Settings

Runtime Settings Startup Conditions...

Runtime Security 3 Target Settings...

Analyse Application.. Application Look 3
Non-Volatile Rate...
Screen Size.

Alarm Settings...

Alarm / Message Printer Settings...
Audit Trail Settings...

Event / Error Settings...

Language Settings...

Point Substitution Settings.

Display Performance Indicator in System Tray

Disolav Performance Indicator in apolication corner ~ »

Acilan pencerede, alarmlarin durumu ve ge¢misin gorlintilenmesi secilebilir. Ayrica

goriintiilenen durum sayisinin sinir1 da girilebilmektedir.

Alarm Settings X
On Alarm Automatically Display:
[]Aiam Status Viewer Cancel
[“]Alamm History Log

Alam Sound
7 Maximum entries in Status Viewer
Maximum entries in History Log 200

[[]Log system start/stop messages
Alarm Status Messages:
(® Use Language File Text
(O UserDefined Text ed

Alam
Cleared
Acknowledged

Automatically Acknowledged

Save to log using comma-separated format  —d

[]Print using tab-separated format
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Yukaridaki ayarlar yapildiginda, alarm olustugunda Runtime’da karsilagilan durum asagidaki
gibidir. Olusan alarmlar, projeye eklenen tabloda renkli olarak goriilebilmektedir. Ayrica

mevcut alarm i¢in ‘Acknowledge’ penceresi pop-up olarak agilmistir.

Sicaklk: 120 3| Alarm History [F=NEER ™|
=)
- Date and Time Message Priority Status
03.042020 18:11:20 Alarm KapiAcik Raised M |
| 03.042020 18:11:30 Alarm KapiAcik Raised|Al2m X nown
03.042020 18:12:37 Alarm YuksekSicaklik Ry ajam Message
03.04.2020 18:12:40 Alarm YoksekSicaklic Ry [y el e — known
Date Time Me: 03.04.2020 18:12:44 Alarm KapiAcik Raised
e A 03.04.2020 18:14:25 Alarm KapiAcik Cleare
Al 03.04.2020 18:14:25 Alarm KapiAcik Raised

Alarmi olusturan sartlar ortadan kalktiginda alarm penceresinden gec¢miste olan alarmlar

g&debilir.
j Alarm History Ii"ﬂl&
=]
Date and Time Message Priority Status “
03.04.2020 1811:20 Alarm KapiAcik Raised Medium Alarm
03.04.2020 18:11:30 Alarm KapiAcik Raised Acknowledged - - User Unknown
03.04.2020 18:12:37 Alarm YuksekSicaklik Raised High Alarm
03.04.2020 181240 Alarm YuksekSicaklik Raised Acknowledged - - User Unknown
| 03.04.2020 18:12:44 Alarm KapiAcik Raised Medium Alarm
-1 | 03.04.2020 18:14:25 Alarm KapiAcik Cleared Cleared
03.04.2020 18:14:25 Alarm KapiAcik Raised Medium Alarm
03.04.2020 18:15:41 Alarm KapiAcik Raised Acknowledged - - User Unknown
03.04.2020 18:15:42 Alarm KapiAcik Cleared Acknowledged - - User Unknown w

Alarm goriintiilleme kapatildigi zaman tekrar agilabilmesi i¢in sag tus ile tiklanarak ¢ikan

meniiden ‘Alarm History Log’ segilir.

About CX-Supervisor...

Login...

Logout
Setup Users...

Language Settings...

Acknowledge All Alarms
Acknowledge Latest Alarm
Alarm 5Status Viewer...

Alarm History Log...

Event / Error Log...
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