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Giris

Bu dokiimanda RT1 cihazlarindan Wifi baglantisini destekleyen RT100-W5M3010 kodlu

iirlin ile uzak lokasyonda bulunan bir PLC’ye one demand baglanti yontemi ile nasil

baglanilacagi, program upload/download islemlerinin nasil yapilacagi anlatilmistir.

(3) WiFi connection

Personal computer
(LinkManager and
Sysmac Studio
installed,
OS: Windows 10)

. LAN/ WiFi environment etc.

! Power suppl

GateManager NX102-1200

Ethernet cable

== access point

Power supply

SiteManager WiFi

Link Maneger, Gate Manager ve Site Manager olmak {lizere {i¢ ayr1 ortam mevcuttur. Link

Manager kisisel uzaktan erigim igin bir iletisim yazilimidir. Gate Manager Site Manager

ve Link Manager’r internet {lizerinden uzaktan baglamak igin

kullanilan bir bulut

hizmetidir. Son olarak Site Manager ise RT1 cihazinin bulundugu, baglant1 yapilacak

PLC’nin baglandig1 ortam, donanimdir.

“At work for a better life, a better world for all...”
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RT1 Gii¢ Baglantis1 ve Reset Islemi

RT1 cihaz1 24V DC ile ¢alismaktadir. Uzerinde bulunan terminallerden Vin girisine 24V,
GND girisine ise 0V baglantis1 yapilir.

DC input terminal block

Power supply

The DC input terminal block for I/O ports is
provided with SiteManager.

RT1 igerisine yliklenen konfigurasyonun silinmesi gerektigi zaman cihaza reset islemi

uygulanmalidir. Bunun i¢in “reset” switchi kullanilmaktadir.

Uygulanacak adimlar; 4
e Reset switch

1. SiteManager’1(RT1) agilir ve birkag dakika beklenir.

2. En az bes saniye boyunca Reset diigmesi basili tutulur.

3. SiteManager fabrika ayarlarina alinir ve yeniden baslatma baglar.
Reset islemi boyunca yiim ledler yesil yanar.

4. Yeniden baglatmanin tamamlanmasi i¢in birkag dakika beklenir.

5. Status led’i sabit kirmizi yandiginda islem tamamlanur.

Yukaridaki adimlarin gorseller ile sematize edilmis hali agagidaki gibidir:

2) STATUS:
On RED, On GREEN,
1) STATUS: Two RED blink or others 3) All LEDs: 4) STATUS: 5) STATUS:
Steady RED blink  (other than Steadv RED blink) On GREEN Steady RED blink On RED
Power supply ON Startup complete Reset complete
Starting up Press and hold Reset switch Resetting Restarting Startup complete
(a few minutes) (at least five seconds) (a few minutes)

“At work for a better life, a better world for all...”
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Gate Manager Ayarlari

1. Oncelikle satin alim sonrasinda mail olarak gonderilen giris bilgileri ve sertifika
yiiklemesi yapilir. Mail igerisinde bulunan baglantiya tiklanarak, ilk gonderilen sifre

ile girig yapilir. Sonrasinda kullanici yeni bir sifre olusturur.

GateManager Certificate for Teknik-Destek on RT1-GM01

GateManager <do-not-reply@ priority.secomea.com>
To Omron Teknik Destek

1 Teknik_Destekgmc

755 bytes h # Sertifika

€ Reply | &

Parola

Hella Teknik-Destek
This mail cantains your personal certificate for the SecomegiateManager administrator login.

The password associated with the certificate is: | KGN

Save the attached file, Teknik_Destek gmc, in a document folder on your computer.

Follow this link to the GateManager login screen: https://rtl-gm01.automation.omron.com/admin
It is recommended to bookmark this page in your browser —r -
¢ pageny ) ™ Giris Baglantisi

Sertifika se¢imi i¢in “choose” se¢ilir ve “password” kismina mailde gonderilen sifre

girilir. Sonrasinda yeni parola olusturulur.

OMRON -

Remote Access

Forgot password?

“At work for a better life, a better world for all...”
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2. Olusturulan yeni sifre ile beraber asagidaki ekrandan tiim sartlar kabul edilir ve devam

edilir. Admin hesab1 agilmis olur.

GateManager

sechHmea

You must accept Terms of Use to login.

You must accept the following Terms of Use before you can use the GateManager Server.
© Secomea GateManager General Terms of Use
© Hosting Server Terms of Use

i have read and accept the General and Hosting Server Terms of Use.
Email a copy of the terms to Teknik-Destek@omron.com,

Con:xrlge Logout |
5

secbmeq

Yeni Kullanici Ekleme

1. Gate Manager sayfasinda yeni bir kullanici eklemek i¢in “Accounts” meniisiinden “+”

ikonuna basilarak kullanici ekleme islemine baslanir.

E Tree:=-Domaln/Administrator Teknlk Destek (T oknik Deste Ky

\ | = 4| O-0eeTR

E Domain | Activity | Domains | Accounts | Licenses
Sk 4 = (4 &8 @ HIDE oined

Q&——-———-—

{-EJ" ®WT_internalOrder_03 « (LinkManager #13) ',

| IJ‘ =EWT _InternalOrder_03 4 (LinkManager #12) at] g)
|

I-EJ" &starter Package* (LinkManager #7) oa

t L_,]‘ ©Starter Package4 (LinkManager Mobile #7)
|- @ [New action]
Q% TeknikDestek

2. Agcilan sayfada olusturulacak hesabin adi, kiginin ismi ve mail adresi gibi bilgiler

girilerek “save” butonuna basilir. Bu sayede kullanici eklenmis olur.

“At work for a better life, a better world for all...”
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i oo i ik ok koo

& - aw A
SRE v ¢ ¢BEAa QA « % + 8 -(Newaccouny
B ’lgozm Account | Joined Domains | Usage | Audit
[ s Account Name: I
[ h Account Role: Domain Administrator v | |
' ewWT_internalorder_03 « (LinkManager #12)
Account Language: [ English v
G ewT_intemalOrder.03 % (LinkManager #13) escrption:
I.T ©Starter Package’ (LinkManager Mobile #7) ‘
4
' ©starter Packages (LinkManager #7)
& [New action]
& Group Member: [ K
- Person Name: |
Email: [ U
Mobile: [
Person Info:
2
Disabled: 0 Auto-Disable: [ Never vl

Authentication: [ Centificate / Password v |
Create Password SMS Password Create Certificate

Message: |9

ZipFormat: ()

[Fgancel |

Konfigurasyon Ekleme

RT]1 cihazina konfigurasyon eklemek i¢in iki yontem kullanilmaktadir.

e USB

e Appliance Launcher

1. USB

USB ile olusturmak i¢in “Domain” kisminda bulunan USB ikonuna tiklanir:

|
&= |4 CI-0EETR

l Domain I Activity T Domains I Accounts I Liice

| Domain Overview

Domain name: OEE-TR
Domain token: OMRON . 0_OMRON . OEE-TR E

Create USB Configuration: .‘\
[ Summary ____[Totall

LinkManager Licensas:
LinkManager Mobile Licenses: 1
Administrator Accounts:

» Domain Configuration

» Domain Settings |

» Domain Loao

“At work for a better life, a better world for all...”
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Wifi ile baglant1 saglanacagi i¢in kullanici wifi igin ad1 ve sifre bilgileri girilir. “Create”
butonuna basilarak bir dosya olusturulur. USB icerisine bu dosya eklendiginde

konfigurasyon atilir.

Q & % ¢ (-0eTR

[ Domain T Activity T Domains T Accounts T Licenses T Appliances T Alerts T Actions

Domain Overview

Domain name: OEE-TR

R S T

Create a configuration file suitable for initializing an appliance via a USB flash stick

Fill In some of the fields below, and then click on Create to download the configration to your PC.
You should save this file on a FAT32 formatted USB flash stick in a file named SITEMANAGER.CFC

Domain Token: On\ror o_dmrén OéE'TR
Appliance Name: TeknikDestek
Web Proxy: Show
UPLINK Port: Show
UPLINK2 Mobile: Show
UPLINK2 WiFi: WiFi SSID: | Umut

Hide

WiFi Key: |umut2022| J

DEV1 Port: Show b

Admin Password:
Enable debug log:
Disable USB Config:

Create | | Cancel |

(Deneme amagli PC Omron agina, RT100 wifi ile telefon internetine baglidir.)

2. Appliance Launcher

Appliance Launcer ile de internet ayarlar1 yapilanilir. Bu islemlerin yapilabilmesi igin

“Appliance Launcer” programinin bilgisayara kurulmasi gerekir. Asagidaki baglantidan

program indirilmelidir:

e hittps://kb.secomea.com/docs/appliance-launcher

NOT: Konfigurasyonun bu program ile yiiklenmesi i¢in PC ile RT1’in Uplink portu

birbirine baglanir. PC IP adresi otomatikte olmalidir.

“At work for a better life, a better world for all...”
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Program kurulumu gergeklestiginde program agilir. Program igerisinde bagli olan cihazlar

goriiniir. Bu pencereden “NEXT” ile devam edilir.

%2 Appliance Launcher v9.6 (Build 21403) X
poout sechmea
Select an Appliance to Configure
(Click Next if there is only one appliance listed)

MAC Addres Product

00:C0:A2:07:01:3C  RT100-W5M3010

Selected: 00:C0:A2:07:01:3C

Search | Refreshes the list of apphances

Bt |

“NEXT” ile devam edilir.

32) Appliance Launcher v9.6 (Build 21403) X
paout sechmeaq

Enter LAN/DEV1 Parameters

Device Name (optional)  [Eiighanager

IP Address 10.0.0. 1
Subnet Mask |255 255.255. 0

To set LAN/DEV 1 parameters only, press [Save/Reboot]
To continue the Launcher press [Next >]

Advanced Options

Exit I < Back |

“At work for a better life, a better world for all...”
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Wifi baglantist i¢in kullanict adi ve sifre girilir.(Eger LAN baglantis1 yapilsaydi yine bu

kisimda ayarlamalar yapilacaktir.)’NEXT” ile devam edilir.

32) Appliance Launcher v9.6 (Build 21403) X
About sechmea

Enter WAN2/UPLINK2 Parameters

WAN2/UPLINK2 Settings

Mode: PPP

IP Address: 0.0.0,0
Subnet Mask: 255.255.255.255

Default Gateway: 0.0.0.0

ISP /WiFi Settings
SIM PIN Code:
APN:
WiFi SSID: mut

WiFi Password: umut2022

Exit ] < Back | Next >'n

)

Bir sonraki sayfada(asagidaki) gate manager ayarlamalar1 sonrasnda mail ile gelen

“GateManager Address” ve “domain token” girilir. “NEXT” ile devam edilir.

--—-——- Additional information ---——-—

The certificate in this mail is issued to user "Teknik-Destek" in domain "OEE-TR" on server "RT1-GMO1".

Secomea appliances, such as a SiteManager, that should be administered by this account, or by LinkManager users created by this

account, should be configured with the following GateManager settings:

GateManager Address: _

Domain Token:

For more information please check https://www.secomea.com.

@ Appliance Launcher v9.6 (Build 21403) X
poout sechmea

Enter GateManager Parameters

GateManager Address: ﬁ DNSI
Domain Token: ________ 1

Appliance Name: |

Web-Proxy IP address: | . . . DNSI

Web-Proxy Account: |

Web-Proxy Password: |

Exit | < Back " Mext > ’k

“At work for a better life, a better world for all...”
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Once “NEXT” sonrasinda “Save/Reboot” ile konfigurasyon tamamlanir.

29 Appliance Launcher v9.6 (Build 21403) X
B sechmea

The Appliance is now rebooting

This appliance is now being configured.

The password is MAC address.
Exit the program - after you read this:

Important!

The Appliance reboot time is approximately 1-3 min. If
you have problems, try rebooting (restarting) your PC.
If this does not help, please contact your administrator.

N &

0\

3-4 dakika siiren islemin sonunda STATUS, UPLINK2 ve POWER 1siklar1 yanar. Bu
sekilde cihaz internete, buluta ¢ikarilmig olur. Cihazin ledlerinin durumu asagidaki gibi

olacaktir.

“At work for a better life, a better world for all...”
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Cihaz Ekleme

Uzaktan baglantisin1 Baglant1 yapacagimiz PLC’yi eklemek i¢in login sayfasina girilir
ve “SiteManager GUI” segilir.

Tree — Domain Administrator: Teknik-Destek (Teknik-Destek)
] E R Y (@858 L ¢ @ & @ -Teknikpestekin A oFETR
= & OFETR Appliance | Agems | Backups | Alens | Actions | Usage | Audit
2 |
s
8 Name:  TeknlkDestek
80 TeknikcDestek (Teknik-Destek) Product; 100010 (W]
" owT.internalorder.03 4 (LinkManager #13) serial: 1749:00:C0:A2:07:01:3C
7' eWT_internalOrder_03 4 (LinkManager #12) e 2003 0o, DL LD
, Source IPfa46.104.10.87
= 4 (Linkw R
B exstarer Packager (LinkManager #7) Firmware; M40 621433020 [ 9.6.621433020 (fetched 2021-10-30) ] [ Upgrade |
[ =starter Packages (LinkManager Mobile #7)

BB (New action]

b Connect A ][ siteManager cUI | | chat] [XDisable | [ @ oelete | [& ping

Last heartbeat: 2022-06-29 11:34:14 (3 seconds ago) Next: 11:43:58 (in 09:34) g

DEV1 port
UPLINK port:
UPLINKZ port:
Expansion Slot:

Uptime: 1 minute 1 second

Date/time: 2022-06-29 11:15:14

CPU Temperature:  35.5°C

Temperature: 31.7°C

GateManager address: 193.242.155.253

Inputs: 12

UPLINK2 100 Mops
Legend: Tx Rx Interface: [Default_w]  Scale: [Defauli _v]

Bu kisimda “Device Agents” ayar1 “fix”edilir.

OITI ROI'\ Remote Access

SETUP + System GateManager Routing DCM Maintenance Status Log = HELP

About - Troubleshoot

RT100-W5M3010 [WiFi] - Setup Assistant

2. Uplink port: (DHCP) Edit
3. Uplink2 (WiFi): Umut SQ:100% Up Edit
4. DEV port:

5. Device Agents:

6. Chat / Scratchpad: Empty

7. Admin Password:

You can open the Setup Assistant at any time by clickingon SETUP in the top menu.

Note: If you clickon HELP it shows specific help for the current configuration page.

“At work for a better life, a better world for all...”
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Device Name, Device Type, IP adres eklenir “save” edilir.“Continue Setup” segilerek

devam edilir.

OmROn Remote Access

SETUP + System GateManager Routing DCM Maintenance Status Log » HELP

About + Troub

GateManager Agents - Setup Assistant

You can configure an agent
and TCP/IP

5 that are not yet handled b

Help Continue Setup »
Status Disable S/N Device Name Device Type Device IP & Parameters Tunnel DCM Comment
#00 JINJS.PLC o v [ Etherret PL 9 J - . —
Refresn Save | { New Search |

Bu kez baglant1 yapilan DEV port ayarlar1 yapilmak tizere Dev port “fix" edilir.

OI'I'IROI'I Remote Access

SETUP - System GateManager Routing DCM Maintenance Status Log - HELP
About - Troubleshoot

RT100-W5M3010 [WiFi] - Setup Assistant

1. GateManager: 193242.155253  Connected to 193.242.155.253:443 (UPLINK2)
2. Uplink port: (DHCP) Nocable

3. Uplink2 (WiFi): Umut SQ:100% Up

4. DEV port: 192.168.250.65/24

5. Device Agents: 1 down

6.Chat / Scratchpad: Empty

7. Admin Password Using default password (MAC ad

8. Reboot: Need Reboot

You can open the Setup Assistant at any time by clicking on SETUP  in the top menu.

Porta IP adresi tanimlandiktan sonra “Continue Setup” segilerek devam edilir.

Examples:

» Device IP address: 192.168.2.10/ 255.255.255.0

- suggested DEV IP address: 192.168.2.1 / 255.255.255.0
e Device IP address: 10.100.10.1 / 255.255.0.0

- suggested DEV IP address: 10.100.10.233 / 255.255.0.0

You must ensure that the DEV address of the SiteManager does not conflict with other
equipment in the netwaerk. If you attach the device directly 1o the DEV port of the
SiteManager (instead of via 2 switch), you only have to ensure that the DEV IP address
and the device address is not the same.

Note that if you change the DEV IP settings, you should net reboot the SiteManager

until you are done with the configuration
Continue Setup »

IP Address:
Subnet Mask:
Auto Subnet Agent:
Cable Quirk Settings:

Proxy ARP. @

WiFi SSID:
WiFi Key:
SSID Visibility: v

“At work for a better life, a better world for all...”



[Omron Teknik Destek] RT1 One Demand Baglant1 Yontemi

Sonrasinda “Reboot” butonuna basilir. Bu islemler sonrasinda NJ PLC’nin eklendigi
gorundr.

@ SYSMAC CX-Progra.. @ SYSMAC CP Series... §p Operator Login == CQ

{ Tree — Domain Administrator: Teknik-Destek (Teknik-Destek) -

{A (&) Teknik-Destek (Teknik-Destek)

,1 BEWT_InternalOrder_03 4 (LinkManager #13)

La' =WT_InternalOrder_03 4 (LinkManager #12)
3 ©=starter Package# (LinkManager #7)

E,i ! &Starter Package4 (LinkManager Mobile #7)
EH [New action]

=8 ¥ TeknikDestek
{9" NJS_PLC (TeknikDestek) - 192.168.250.1

N\

Sonrasinda Link Manager user’1 olarak RT100’e baglanilir.

&= 1t “-TekmkDes(ekinﬂOEE-TR

Name: TeknikDestek
Product RT100-WSM3010 [WiFi]
Serial: 1749:00:C0:A2:07:01:3C

Created:  2022-06-29 11:10
Source IP:  46.104.10.87

Firmware: v1740_621433020 [ 9.6.621433020 (fetched 2021-10-30) ]

‘ (b connect Al H & SiteManager GUI | ? ‘  Chat ‘ ‘ SXDisable ‘ | @ Delete ‘ ‘ (& Ping |

Last hsart& 2022-06-29 11:42:27 (28 seconds ago) Next: 11:51:32 (in 08:35) &

LinkManager: 6051:pIKMXSQhVVAJ [TABTR00233]
Remote User: Teknik-Destek

DEV1 port: 192.168.250.65/255.255.255.0
UPLINK port: 0.0.0.0/255.255.255.255 (DOWN)
UPLINK2 port: 172.20.10.3/255.255.255.240 (UP)
Expansion Slot: SSID: Umut; Channel: 6; SQ: 100%
Uptime: 4 minutes 9 seconds

Date/time: 2022-06-29 11:42:27

CPU Load 51%

CPU Temperature:  37.3°C

Temperature: 34.2°C

GateManager Address: 193.242.155.253

Baglanti saglandiginda cihazlar agagidaki gibi goriiniir:

my s | | v

e + 1 & Teknkoestekin & oEcTR

(e L T e T T T T

neme:  TeknikDestek
Proguct:  RT100-WSM3010 [WiFi]
serial 1749:00:C0:42:07:01:3C

Crested:  2022-06-29 11:10
Source IP:  46.104.10.87
Firmware:  v1749_521433020 [ 9.6,621433020 (fetched 2021-10-20) 1 [ Uparads

(b Disconnect || siemanager Gul | chat | | XDisable | | @ elere | [ & Ping

Agent Address  stamm

ok rail o x P
@' () cwsieManager 192.168.230.8% e a o o ) [ o
B @ wspc 1921602501 o ] ° o o [ °

Latency: Min 132.4 ms, Avg: 136.5 ms, Max: 142.0 ms . Sandwidth 128 KE/s . Auto-tune:

actve user: B, Tekrib-Destok (TaknikDestek) from ] TokkDestek (1ABTRO0233] using [ Starter Packages (LnkManager =7)

Last heartbeat:  2022-06-29 11:42:27 (4 seconds ago)  Mext: 11:51:32 (in 08:54) g

LinkManager 6051:pIKMXSQhVYA] [IABTRD0233)
Remote User: Teknik-Destek

DEVI port: 192.168.250.65/255.255.255.0
UPLINK port: 0.0.0.0/255.255.255.255 [DOWN)
UPLINKZ port: 172.20.10.3/255,255.255.240 (UP)
Expansion Slot: SSID: Umut; Chammel: 6; 5Q: 100%
Uptime 4 minutes 3 seconds
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Uzak lokasyonda bulunan PLC’ye baglanmak i¢in Sysmac Studio agilir. “Connect to

Device” segilerek IP adresi girilir.

Sysmac Studio (64bit)

Offline
. New Project

6 Connect to Device

. w Device
[ Open Project Select the device to connect. Controller

E"F Import... w Connection type
Select a method to connect with the Device to use
every time you go online.

Online @ Direct connection via USB
@ Direct connection via Ethernet
@ Remote connection via USB
. © Ethemnet connection via a hub
Version Control
w Connection settings
Specify the remote IP address.

License 192.168.250.1_
3 License W Operation after Connection
[% Transfer from Device.
[ CPU Unit
[ CJ-series Units/EtherCAT slaves/NX Unit
M Display the Troubleshooting Dialog Box.

N, Version Control Explorer

PLC’ye baglant1 saglanir.

Bl Auto Connect Project - new_Controller 0 - Sysmac Studio (64bit) - o x

new_Controller.0 ~

L3
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